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IL2381

Remove mounting bracket 
& hardware (3 places)

Place the unit upside down and 
remove the (3) three nuts & 
mounting brackets

Confirm the hole measurements 
shown here.

Built-in Disher Well Illustrated Installation Instructions
Model: HDW-2

PRE-INSTALLATION
1) Verify the faucet is in good working order.
2) Verify a dedicated 15 Amp, 120V outlet 
 is position within 4’ feet from the well.

3 1/8”

6” Dia.

3 1/8”
45°

OPTIONAL FAUCET
0.875” for Wells Supplied 
Faucet Other Faucets 
Sizes May Vary
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Apply Silicone 
along this flange

IL2382

FRONT

IL2383

Dry fit the unit in position and  
verify clearance.

The faucet clears the well so water 
will dispense into the well

The are no major issues with lining 
up the plumbing

The power cord reaches the 
electric receptacle

Apply a bead of silicone on 
the flange as shown here.
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FRONT

IL2383

Drop the unit into the six inch (6”) 
metal countertop cutout.

Be sure the power switch is 
in the “OFF” position.

FRONT

Mounting Bracket 
& Hardware 
(3 Places)

IL2380Holding the unit centered in the cutout, 
install the brackets onto the studs as 
shown here.
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FRONT

IL2385
Apply Silicone 
along this edge

3/4” Union
not included

Place a bead of silicone around the base of 
the top housing to create a water tight seal.  
Allow silicone to dry before using.

Install a PVC union to the drain of the well.  This will allow for easy removal for future service.

Bring the drain plumbing to the union on the well.

Insert the electric plug into the receptacle.

Test the unit for proper operation;
Insert the drain pipe assy.

Turn on the faucet, the water should clear the edges of the well and flow unobstructed.

Turn the power switch to the on position, the switch should light.

After “30” minutes the water should measure 150-160°F (65-71°C)

7

8
9

10
11


